
 

 

 



 TCXO 
TCXO 

Specification 

Part 
Number 

 
Frequency 

Range 
(MHz) 

Output 
Logic 

Supply Voltage 
(VDC, mA max. 

Stability vs Aging 
(ppm/Y) 

Package 
(mm) 

TX1 1~140 TTL/HCMOS 5, 10 1 18.30x12.00x10.80 
TX-10S 10.0 SINE 5, 10 1 13.50x14.50x6.65 
TX1-12.8S 12.8 SINE 5, 10 1 13.50x14.50x6.65 
TX4 128KHz~160 TTL/HCMOS 5, 20 1 20.00x20.00x10.00 
TX2 45~130 TTL/HCMOS 5, 30 1 25.78x25.78x12.70 
TX3 55~130 TTL/HCMOS 12, 30 5 25.78x25.78x12.70 
TX1A 10 SINE/CLIPPED SINE 5, 20 1 20.00x20.00x10.00 
TX1B 10 SINE/CLIPPED SINE 5, 10 1 18.30x12.00x10.80 
TX3-100 100 SINE/CLIPPED SINE 12, 30 1 25.78x25.78x12.70 
TX3-125 125 SINE/CLIPPED SINE 12, 30 1 25.78x25.78x12.70 
 

■ Selection Guide 

◈ TX1 Series, TX3-100 Series, TX3-125 Series 

Temperature 0.5ppm 1ppm 1.5ppm 2ppm 2.5ppm 

0~50℃ √ √ √ √ √ 

0~70℃ NA √ √ √ √ 

-10~+60℃ NA √ √ √ √ 

-20~+70℃ NA √ √ √ √ 

-30~+70℃ NA √ √ √ √ 

-40~+85℃ NA √ √ √ √ 

 

◈ TX2 Series, TX4 Series, TX3-100 Series 

Temperature 0.5ppm 1ppm 1.5ppm 2ppm 2.5ppm 

0~50℃ √ √ √ √ √ 

0~70℃ √ √ √ √ √ 

-10~+60℃ √ √ √ √ √ 

-20~+70℃ √ √ √ √ √ 

-30~+70℃ √ √ √ √ √ 

-40~+85℃ NA √ √ √ √ 

 

√: Available           NA: Not Available Yet 
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